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NJALA 


General  Description 

NJALA  is  a simple,  robust  and  diverse  audio  surveillance  gathering  device.  NJALA  comes  complete  with  four  single  channel 
digital  transmitters,  which  are  remotely  controllable  with  an  option  of  VOX  mode.  The  transmitters  come  with  the  option 
of:  internal  rechargeable  batteries  or  external  power.  The  supplied  receiver  provides  the  flexibility  to  switch  between  the 
CONTINUOUS,  VOX  and  OFF  modes  through  a simple  command  function.  The  receiver  also  has  the  facility  to  change  the 
power  settings  of  the  transmitter,  continually  monitor  the  RSSI,  a data  port  to  connect  to  a PSTN  module  and  view  the  battery 
status  of  the  transmitter/receiver  simultaneously.  The  key  attraction  of  NJALA  equipment  is  the  minimum  training  required 
to  achieve  excellent  results. 


Key  Features 

8 Channels 

Variable  transmitter  power  output:  5mW  - lOOmW 

Internal  rechargeable  battery  or  external  power  only 

Digital  encryption 

Commandable  transmitters 

Battery  status 

Robust 
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Technical  Specifications 


Transmitter 

Power  Output: 

5m W to  lOOmW 

Current  Consumption: 

38mAh  to  68mAh 

DC  Supply: 

3.5v  - 6v 

Bandwidth: 

5kHz 

Modes: 

VOX,  CONTINUOUS  and  OFF 

Frequency: 

400MHz 

Dimensions: 

70  x 23  x 8mm 

Microphones: 

Internal  or  external 

Receiver 

Sensitivity:  -105dBm 

Power  Supply:  3 x 1 .5v  AAA  batteries  or  external  DC  input 

LCD  Display:  Channel,  transmitter  mode,  battery  state,  RSSI,  volume,  power  setting 


Dimensions:  70  x 120  x 28mm 
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